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o DELIVERING YOUR MESSAGE

PSS AS / PSS G2 / PSS G2E / PPM-IT5

FULL COLOR TOUCH-SCREEN SECURE PAGING CONSOLE

CONTROLS AND INDICATORS TECHNICAL SPECIFICATIONS

- 5" full color touch-screen, 800x480 pixels
- Three LED status indicators

- Three hardware function keys-buttons

- 280 mm gooseneck microphone

INTERCONNECTIONS

Rear

- RJ45 for CAT-5 connection

- 3.5mm mini-jack for headset

- Additional power supply connector for long-line
support

CERTIFICATIONS AND APPROVALS

REGIONAL CERTIFICATIONS

Europe  Voice Alarm  EN54-16 certified 2012
CE — 0359
according to EN50130 — 4
PARTS INCLUDED
Quantities ~ Components
PSS AS/G2/G2E
1 PSS-XX
1 CAT-5 cable, 1.5 m
PPM-ITS
1 PPM-IT5XX
1 CAT-5 cable, 1.5 m
1 AC-DC power adapter

Electrical
Mains power supply
Voltage

Power consumption

Performance
Frequency response
PSS AS/G2/G2E

PPM-ITS
THD
Output level Max
Noise gate threshold
Attack time
Release time
Output impedance

Monitoring speaker
Impedance
Output power

Frequency response

Headset
Connector
PSS AS/G2/G2E
PPM-ITS

Type of Microphone
PSS AS/G2/G2E/PPM-IT5

System Connection
Cable type
Length

18~30 VDC PoE: 24 VDC)
250 mA

-3dB @ 100 Hz to 18 kHz
-3 dB @ 200 Hz to 8 kHz
<1% @ 1 kHz

6 dBu

-84 dBu ~ — 24 dBu

8 ms

100 ms

100 Ohm

4 0hm
1W@ 1 Khz
-3 dB @ 200 to 12 kHz

3.5 mm mini-jack

2 x 3.5 mini-jack

Cardioids

CAT-5 (FTP)
100 m

Mechanical

Dimensions(H x W x D) 80 x 250 x 140 mm

Weight
Color

Environmental
Operating temperature
Storage temperature
Relative humidity

Air pressure

Heat Dissipation
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PAX ProAV Group

Inspiring, dedicated Audio-Visual technology

WWww.paxproavgroup.com

(3-1/5" X 9-4/5" X 5-1/2")
1.1 kg (2.4 Ibs)
RAL7016

-5°C ~ 55°C (23°F ~ 131°F)
-40°C ~ 70°C (-40°F ~ 158°F)
15% t0 90%

600 to 1100 h Pa
20 BTU/hr

CE-

0359-CDP-0177
0359-CDP-0140




